In this paper, a collaborative power dispatching system (CPDS) was developed to maximize the profit of a regional biomass power system consisting of an independent power grid. A power generating, dispatching and carbon emissions trading system (CETS) could be engaged in joint strategic planning and operational execution. The principal of CPDS is interactive planning of generating units in power generation and carbon emissions trading. An efficient carbon emissions trading plan for a CPDS would lead to optimized power generation levels under available power production capacities and carbon emissions. In a case study, four generator policies are proposed by considering basic CETSs to comparatively analyze the function of each generator in the CPDS. Results of four scenarios are compared, showing that biomass energy could replace thermal units to a certain extent, the carbon emissions and coal consumption of the CPDS would lie at a lower level, and a pumped storage unit could adjust the load fluctuations. The results of a carbon trading analysis show that the CETS has no significant impact on the CPDS, but along with the increase in trading price or the decrease in the free quota, the economic interests of power plants will be reduced accordingly. This may lead to carrying out low-carbon projects and reducing carbon emissions. Therefore, it is imperative to reduce carbon emissions by replacing power units with high energy consumption, and improve the consumption capacity of renewable energy.
Introduction
The main purpose of developing renewable energy in China is to reduce the proportion of coal consumption and carbon emissions. However, coal remains the largest contributor to China's energy structure. The total coal consumption of China in 2016 reached 3.9 billion tons, of which about 50% was consumed in the power industry. The combustion of fossil fuels produces much carbon emissions, which could lead to a series of environmental problems. Global warming has become the world's most urgent issue that needs to be solved. The impact on the air has also become a factor in power generation planning [1] . Thus, it is desirable to build an environmental-friendly electricity dispatching system with low carbon emissions, and explore a scientific method which can increase the proportion of renewable energy power generation. In order to utilize energy resources sustainably and reduce carbon emissions, the proportion of coal energy consumption should be decreased, and at the same time, the share of renewable energy needs to be greatly increased [2] . According to the National Developing a multi-objective-optimized CPDS model, considering economic benefit and environmental cost, is desired.
Hence, the objective of this study is to develop an optimized model of a CPDS which consists of biomass, thermal and pumped storage units under a carbon emissions trading system in China. Taking the output of units and carbon emissions trading as decision variables, the proposed model is applied to an independent power grid to verify its validity. Different generator policies are used to explore the function of various types of units in the CPDS. It is useful to emphasize the importance of a carbon emissions trading system. The results of the CPDS under four carbon trading scenarios are calculated to figure out the policy effect, which is helpful to reasonably develop power generation planning. Finally, we discuss whether the optimization model proposed can achieve a stable operation of the power generation system, and at the same time cut down coal consumption and carbon emissions.
Development of the Collaborative Power Dispatching System

Complexity of the System
A power system involves a large number of processes, which can be categorized into power generation, transmission and distribution. The power generation system is the focus of this study. The principle of a CPDS is the overall planning; its complexity is reflected in the diversification of generators, and each power generation process is closely linked. Furthermore, the proposed CPDS combines CETS to analyze the impact of carbon trading on power generation. The power industry is one of the main sources of carbon emissions, and it is necessary to analyze the impact of the domestic power industry under the implementation of China's carbon trading system. According to the trading system, each generator has a free quota. If a generator's quota is not sufficient to meet its need, it can purchase another generator's residual quota on the carbon emissions trading market.
In traditional power generation, thermal power-with its reliable operation, stable output, low cost and other merits-occupies a large share of power generation. At present, China's renewable energy power generation installed capacity is increasing steadily, and the vast majority of the regional power grid dispatching system is composed of thermal power and renewable energy power generation. Wind and photovoltaic power are two of the fastest-growing, clean and renewable sources of power in China, especially in the past five years. Photovoltaic power generation converts solar radiation into electricity directly, without fuel consumption, it does not cause environmental pollution; likewise, wind power does not produce carbon emissions. However, both wind and photovoltaic power use natural resources as energy, which will inevitably be subject to natural conditions and result in the randomness and interruption of power output [31] . These situations will doubtlessly bring challenges to a power generation dispatching system. In order to reduce the impact of natural factors on the consumption of renewable energy, biomass power is added to the proposed CPDS. Furthermore, the coexistence of electricity generation and the consumption of the pumped storage units also increases the complexity of the system. The present work proposes the optimization of a power generation dispatching system ( Figure 1 ). Three kinds of existing electricity facilities (coal-fired thermal power, biomass power and pumped storage power facilities with different capacities) are available to meet the load demand in a competitive way. Thermal power operates stably with low operational costs, but produces a large amount of carbon emissions. Biomass power has a better carbon reduction effect, but its installed capacity is limited by the fuel supply. Pumped storage units are conducive to a smooth load curve, but its operation cost is too high, and the existing price system may not guarantee its economic benefits. In the case of fixed load demand, the purpose of dispatching is to achieve the optimized rational allocation of these three resources. 
Model Development
To improve the stability of power generation and decrease carbon emissions, an optimization model is built in this paper, in which biomass power and pumped storage power are used in combination with thermal power. Because the operating cost of generating renewable energy units is higher than that of thermal power, the dispatching model with the minimum total cost may use less renewable energy than thermal power. Therefore, the model is not conducive to increasing the proportion of renewable energy. Considering that electric tariffs may stimulate the increase in the proportion of renewable energy generation, the objective function should include economic benefits and environmental costs.
Objective Function
The objective function is maximizing the profit of thermal, biomass and pumped storage power units in the proposed CPDS:
The profit of thermal power:
The fuel cost also includes the startup and shutdown cost of thermal power units, as follows: 
Model Development
Objective Function
The fuel cost also includes the startup and shutdown cost of thermal power units, as follows:
where in p coal is the price of standard coal; f i (Q i,t ) is function of standard coal consumption of thermal power unit with real-time output Q i,t ; u i,t is a 0-1 variable, which stands for operation or stop status of thermal power unit i at time t, when u i,t = 0, it means this unit stop and doesn't have coal consumption, when u i,t = 1, it means this unit start-up. And a 0,i , a 1,i , a 2,i are parameters of the coal consumption function, and all are exogenous variables, depending on the characteristics of the unit. SU i is start-up cost of thermal power unit i at time t, if and only if u i,t = 1 and u i,t−1 = 0, this formula has got to work, u i,t (1 − u i,t−1 )SU i doesn't equal 0; similarly SD i is shutdown cost of thermal power unit i at time t, if and only if u i,t = 0 and u i,t−1 = 1, this formula has got to work, u i,t−1 (1 − u i,t )SD i doesn't equal 0. The carbon emissions cost is equal to the carbon emissions trading price multiplied by the purchase quota of carbon emissions, and the purchase quota of carbon emissions is equal to the total carbon emissions of thermal units minus the free quota as follows:
where E(Q i,t ) is carbon emissions function of thermal power unit; E 0 is free quota of carbon emissions; c 0,i , c 1,i , c 2,i are parameters of the carbon emissions function, and all are exogenous variables, depending on the characteristics of the unit. The Profit of Biomass Power:
The biomass power fuel cost C b− f uel is equal to the fuel price multiplied by the fuel consumption, as follows:
where b 1,k is the given exogenous parameter of the coal consumption function and depends on the characteristics of the unit. Strictly speaking, this function should be a quadratic function (just like function of the standard coal consumption of thermal power unit f i (Q i,t ), but the data obtained in the survey is insufficient. W co 2 is an additional benefit for biomass power-generation enterprises due to the carbon emissions trading system. It is equal to the carbon emissions trading price multiplied by the reduction of carbon emissions. We assume that the entire reduction in the carbon emissions of biomass power units could be traded, and this benefit can be calculated by:
where b 2,k is the given exogenous parameter of this function. Actually, there are many ways to calculate reduction of carbon emissions [32, 33] , and the emphasis is on the different benchmarks. In order to facilitate computation, we simplify it into a linear function according to the survey data in this paper. The profit of pumped storage power:
The pumped storage unit adjusts its status according to load change. While pumping, the unit uses electricity, and therefore the carbon reduction effect is not significant. Although there are still some controversies about the carbon reduction of this unit in the academic field [34] , we chose to ignore the reduction effect in this paper. The output of the pumped storage unit can be calculated by:
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where q ht is water flow of power station generate electricity at time t; q pt is water flow of power station use electricity at time t. m 1 , m 2 , m 3 , m 4 are exogenous variables, depending on the characteristics of the unit.
Constraints
The constraints are mainly divided into two aspects. The first aspect is the load demand side, and the second is the characteristics of the power units as they relate to thermal, biomass and pumped storage power.
Load Demand Side Constraints (1) Equilibrium constraint of power system
This formula implies that power supply and demand at time t must always be in balance, and the transmission line losses are not taken into account.
(2) Spinning reserve constraints Due to the uncertainty of load demand, power generation needs to be adjusted in real time to meet the power balance. Thermal power units usually work as backup units to adjust the output by adding and reducing fuel with flexibility. The adjustments should meet some constraints, which depend on the characteristics of the thermal power units:
Power Units Constraints (1) Output constraint of thermal power unit The installed capacity and minimum power output of the thermal power unit determines the upper and lower limits as follows:
(2) Output climbing speed constraint of thermal power unit
The output change of thermal power in a unit period has been limited by the unit's characteristics. This kind of real-time output change should meet:
(3) The thermal unit startup and shutdown time constraints
The status change of units will influence the power generation cost, and it is detrimental to the performance of the units to startup and shutdown frequently. Accordingly, the continuous startup and shutdown time should be constrained as follows: The same as thermal power; biomass power units should also have output limited as follows:
(5) Output climbing speed constraint of biomass power units
In general, the biomass power unit's operation is stable, but also needs to meet the output climbing speed constraint as follows:
(6) Output constraint of pumped storage power unit:
(7) Pumping and generating flow constraints
The real-time output of the pumped storage unit depends on the water flow. Therefore, this unit should meet water flow constraints as follows:
(8) The dynamic balance constraints of storage capacity
The pumped storage power unit adjusts its output by charging or discharging water, and therefore it needs to ensure that storage capacity is sufficient to keep dynamic balance all the time, as is shown in the following equation:
(9) Storage capacity constraint Storage capacity is limited by its design capacity as follows:
(10) Pumping and generating power-complementary constraints Pumped storage units cannot pump and generate electricity at the same time. So they should meet:
Model Application
Case Study
This CPDS comprises of six thermal units, three biomass units and a pumped storage power plant with 300 MW installed capacity (Table 1) . In order to compare the results of different units in the dispatching system, the main types of thermal power units are included. To ensure biomass power could operate stably, there is a sustained supply chain of biomass fuel. Due to the long response time of pumped storage units, this study simplifies the dispatching process and takes one hour as a dispatch period. It is assumed that the entire CPDS could operate independently. The flow diagram of the optimization model can be seen in Figure 2 , and the corresponding power generation dispatching model can be formulated as follows:
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and other power unit constraints like Equations (16)- (26) . 
Data Collection
Data were collected by field survey and data mining research [35, 36] . The relevant price data for units are shown in Table 1 . The load data in the power system of a typical day are shown in Table 2 , and all detailed power units' operating parameters are shown in Table 3 . It is worth noting that China's carbon emissions trading market is not well developed, and the carbon trading volumes and prices of pilot cities are low. In order to better achieve the national emissions reduction targets, it is assumed the ratio of free quota is 90% and trading price is about $14.5/t, which is a feasible basic carbon emissions trading system that the early market may accept [37] . 
Results Analysis
In this paper, the CPDS is optimized for biomass, thermal and pumped storage power under carbon emissions trading in China. The framework of the results analysis is listed in Table 4 . Seven scenarios, considering different generator policies and carbon trading conditions, are analyzed. 
Generator Policy Analysis under Basic Trading System
To study the function of each unit in the proposed CPDS, scenario analysis is used to discuss the results of different generator policies under a basic carbon trading system.
Dispatching Basic Power Units
The output results of the original power units under a basic carbon emissions trading system are analyzed. Figure 3 shows the summary power generation and carbon emissions flow of the entire system in one dispatching period, and the detailed results are shown in Appendix A. The generating proportion of renewable energy reached 15%, which meets the requirements of China's power planning. Thermal and biomass power generation provided 2496 MW·h for meeting the pumping needs of the pumped storage unit, which confirms that this unit will contribute to power consumption. Moreover, the presence of biomass units helped to reduce the average carbon emissions of the system. Figure 4 shows the detailed generating proportion of different units. From this figure, three of the largest-capacity installed thermal power units accounted for 77% of total power output, and their installed capacity accounted for only 65% of the CPDS. The remaining three thermal power units accounted for 15.5% of installed capacity, but only accounted for 8% of the total generation, most of which accounted for by the three largest-capacity installed thermal and biomass power units. This shows that the ratio of power generation to installed capacity does not have a simple linear relationship, and with the characteristics of the unit, the proposed optimization model includes the influence of the carbon trading cost on the output sequence of the power units.
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The operating status of the power units could be described by output curves. From Figure 5 , the 600 MW thermal unit ran stably in full-load status, as did the biomass units; but the units with outputs of 400 MW and 300 MW had large fluctuations. In the case of the 400 MW thermal unit, this may be caused by load change; and the fluctuations in the 300 MW thermal unit may be caused by the spinning reserve constraint. The output of the 400 MW unit changed more frequently, and its fluctuation was mainly due to lack of load demand. The 300 MW unit is usually used as a reserve capacity unit, and in order to meet the spinning reserve constraint, the unit can only work at peak load. Thus, during the rest of the optimization period, it worked in a low-load state. The pumped storage unit also fluctuated. As for the other small capacity thermal units, they could run stably but just in a low-load state so as to meet load demand. Even though they had output, their power generation was not enough to ensure their profits. The operating status of the power units could be described by output curves. From Figure 5 , the 600 MW thermal unit ran stably in full-load status, as did the biomass units; but the units with outputs of 400 MW and 300 MW had large fluctuations. In the case of the 400 MW thermal unit, this may be caused by load change; and the fluctuations in the 300 MW thermal unit may be caused by the spinning reserve constraint. The output of the 400 MW unit changed more frequently, and its fluctuation was mainly due to lack of load demand. The 300 MW unit is usually used as a reserve capacity unit, and in order to meet the spinning reserve constraint, the unit can only work at peak load. Thus, during the rest of the optimization period, it worked in a low-load state. The pumped storage unit also fluctuated. As for the other small capacity thermal units, they could run stably but just in a low-load state so as to meet load demand. Even though they had output, their power generation was not enough to ensure their profits. Figure 6 shows the thermal power units' dispatching results when only the thermal power units are operated in the power generation system. The inner ring is the thermal power output structure of the thermal units only, and the outer ring is the result of the basic system. Based on this comparison, it is obvious that in the case of thermal power units only, with the exception of the 400 MW and 300 MW units, the generating output of the other units was smaller than that of the basic system, which indicated that the share of the generating units of the two units was taken up by the other units in the basic system. Compared to thermal-only power system, the basic system was friendlier to the environment. From Table 5 , the total power generation was 29,400 MW·h in the case of thermal power units only, which Figure 6 shows the thermal power units' dispatching results when only the thermal power units are operated in the power generation system. The inner ring is the thermal power output structure of the thermal units only, and the outer ring is the result of the basic system. Based on this comparison, it is obvious that in the case of thermal power units only, with the exception of the 400 MW and 300 MW units, the generating output of the other units was smaller than that of the basic system, which indicated that the share of the generating units of the two units was taken up by the other units in the basic system. Figure 6 shows the thermal power units' dispatching results when only the thermal power units are operated in the power generation system. The inner ring is the thermal power output structure of the thermal units only, and the outer ring is the result of the basic system. Based on this comparison, it is obvious that in the case of thermal power units only, with the exception of the 400 MW and 300 MW units, the generating output of the other units was smaller than that of the basic system, which indicated that the share of the generating units of the two units was taken up by the other units in the basic system. Compared to thermal-only power system, the basic system was friendlier to the environment. From Table 5 , the total power generation was 29,400 MW·h in the case of thermal power units only, which 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 Compared to thermal-only power system, the basic system was friendlier to the environment. From Table 5 , the total power generation was 29,400 MW·h in the case of thermal power units only, which is equal to the total load demand of the day. However, in the basic system, the total power generation of the thermal units decreased by 7.88% and the coal consumption reduced by 7.54%. Furthermore, due to the carbon-reduction effect of biomass power, the reduction rate of the carbon trading volume was 14.27% when compared with the system of thermal power only, which is more beneficial for power producers and the environment. In consideration of carbon emissions costs, large-capacity units with their own advanced technology have smaller emissions parameters, so they were given priority for power generation. In the case of thermal units only, the sequence of power generation was sorted by their capacity. Due to the limits of the small load demand, some small-capacity thermal power units almost had no output, and unit operation or stop status was completely determined by the load data. In the basic system, the thermal power units could operate stably on account of the role of the pumped storage units.
Dispatching Thermal Units Only
Dispatching Thermal and Biomass Units
In order to study the role of the pumped storage units in the power generation dispatching system, the following element was taken into account: the thermal units' and biomass units' dispatching system.
The comparative results of power output in different situations are listed in Table 6 . It was apparent that the thermal units' output in the basic system was less than the other units' output, which also indicated that they had lower carbon emissions and coal consumption. Due to the added renewable energy sources, the share of thermal power declined from 92.65% to 84.91% by calculation. The increase in carbon emissions was not only reflected in the increase in thermal power output, but was also caused by frequent changes in the thermal power units' start-stop statuses and the resulting increased energy consumption. The thermal units' start-stop statuses in both situations are shown in Figure 7 . In the thermal units' and biomass units' dispatching system, all thermal power units were in operation except for the 150 MW unit. As for the frequency of start-stop conversion, the 600 and 400 MW units both had zero instances, the 300 MW unit had two, the 100 MW had three and the 60 MW unit had six instances. We can make the conclusion that the smaller the installed capacity, the higher the frequency of start-stop conversion in the dispatching process. For the basic dispatching system, Figure 7b shows that all units had startup and shutdown conversions due to the presence of the pumped storage unit, which fully illustrates that the pumped storage unit played an important role in the stable operation of the power generation system. However, what cannot be ignored is that the small-capacity thermal power units were running in low-load conditions. The reason for this was that the carbon emissions parameters and the energy consumption parameters of these generators were too large, while the marginal efficiency of power generation was low. Therefore, a higher priority power generation sequence can be obtained.
The pumped storage units worked well to adjust the load demand and help the power generation system operate more stably. Figure 8 shows the real-time output of the pumped storage unit in the basic dispatching system. We learned that when the load demand is little, the pumped storage unit will start to pump water, and when the load rises, it will release the water to generate electricity. The conversion of the output of the pumped storage unit is related to the change of the load. During the optimization period, there were four changes in the state of the unit, corresponding to the overall trend of the load curve. load. During the optimization period, there were four changes in the state of the unit, corresponding to the overall trend of the load curve. 
Dispatching Thermal and Pumped Storage Units
In order to study the role of the biomass units in the power generation dispatching system, the dispatching results in the absence of biomass units were analyzed.
The output structure of the thermal power units in different systems is listed in Table 7 . It was evident that the most of thermal units' output in the basic dispatching system was less than the absence load. During the optimization period, there were four changes in the state of the unit, corresponding to the overall trend of the load curve. 
The output structure of the thermal power units in different systems is listed in Table 7 . It was evident that the most of thermal units' output in the basic dispatching system was less than the absence 
The output structure of the thermal power units in different systems is listed in Table 7 . It was evident that the most of thermal units' output in the basic dispatching system was less than the absence of the biomass units dispatching system. This part of the output was the share of biomass power units occupied. Less thermal power means less coal consumption and a lower carbon emissions level. According to calculations, in the thermal and pumped storage unit dispatching system, carbon emissions per power generation were 746 kg/MW·h, but in the original system were 640 kg/MW·h. This strongly indicated that the biomass power generation had a good effect on carbon reduction. The output of the 400 and 300 MW thermal units had the largest increase due to the absence of biomass units, followed by the 600 and 150 MW units, while the two other small-capacity units remained virtually unchanged. The installed capacity of the biomass units determined their occupied share of the thermal power units (because of the high installed capacity of the biomass units in this paper, which had a great impact on the output of the thermal power units). Moreover, the 100 and 60 MW thermal power units always operated at low load because the overall load demand and power generation capacity did not match, which is not conducive to the healthy operation of the power generation system. Based on the above analysis, in consideration of the high energy consumption, high carbon emissions and low-load operability of small-capacity thermal power units, they should be eliminated or converted into biomass power units when the local area has abundant biomass resources.
Carbon Trading System Analysis
In this paper, the carbon emissions trading system was a necessary factor. To study the impact of different CETSs on the results of the optimization model, four CETS scenarios were set (Table 8 ). A business-as-usual (BAU) scenario was set; namely, a basic carbon emissions trading system (neutral scenario). In the Conservative scenario, the free quota was higher than in the BAU scenario, and the carbon emissions trading price was less than BAU. The carbon emissions trading price in the Positive scenario was twice that of BAU, but the free quota did not change. Finally, in the Aggressive scenario, the free quota of carbon emissions was 80%, which may significantly improve the carbon emissions trading cost.
Results under different scenarios were analyzed. The detailed data are listed in Table 8 and Figure 8 . According to Table 9 , prices rising, or the free quota of carbon emissions decreasing, corresponded to a decrease in the total profits of all power units. In the Conservative scenario, carbon emissions per power generation were 644 kg/MW·h, and coal consumption per power generation was 276 kg/MW·h. These two values are both higher than in the BAU scenario, and prove that a more stringent carbon emissions trading system could effectively decrease carbon emissions. However, in the Positive and Aggressive scenarios, it was found that the results were exactly the same as that of BAU scenario. The detailed power output of the specific units could explain these results. From Figure 9 , compared with the BAU scenario, the total output in the Conservative scenario was smaller, as was the output of the thermal units. However, it was obvious that the power generation structure of the units did not show an obvious change in the Positive and Aggressive scenarios. This shows that these two scenarios have only a slight effect on the thermal power output. In fact, this bears a relation to the model constraints. In order to meet the equilibrium constraints, the spinning reserve constraints and the power unit constraints of the power system-with regard to total profit-the differences were not significant between the Positive and Aggressive scenarios, even when the carbon emissions trading system was more stringent, i.e., when the carbon price was higher or the carbon quota was lower.
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The detailed power output of the specific units could explain these results. From Figure 9 , compared with the BAU scenario, the total output in the Conservative scenario was smaller, as was the output of the thermal units. However, it was obvious that the power generation structure of the units did not show an obvious change in the Positive and Aggressive scenarios. This shows that these two scenarios have only a slight effect on the thermal power output. In fact, this bears a relation to the model constraints. In order to meet the equilibrium constraints, the spinning reserve constraints and the power unit constraints of the power system-with regard to total profit-the differences were not significant between the Positive and Aggressive scenarios, even when the carbon emissions trading system was more stringent, i.e., when the carbon price was higher or the carbon quota was lower. Limited by the model constraints, the thermal power output structure did not change considerably, making the carbon reduction effect not obvious. However, to achieve the purpose of maximizing benefits, the decision maker will tend to reduce the proportion of thermal power and arrange more renewable energy units, thereby reducing coal consumption and cutting down carbon emissions.
Discussion of Results
In terms of the results of different generator policies under a basic CETS, the function of three types of generators in the proposed CPDS was studied by scenario analysis. The results showed that the CPDS was efficient, and in this system, each generator cooperated with each other to ensure the stability of renewable energy.
In the case study, the sequence of power generation had thermal units after biomass units. This may have caused the proportion power generation attributed to thermal units to be further reduced, while increasing the installed capacity of the biomass generator. However, the total installed capacity of the biomass generator was limited by its fuel supply chain. The pumped storage unit played an active role in adjusting the load demand, generated electricity at the peak of the load and used the residual electricity of other units at the time of low load to pump the water, which smoothed the load fluctuations and increased the proportion of energy generated by renewable means.
With respect to the impact of the CETS on the CPDS, this analysis showed that the impact was not significant. This is probably due to the complexity of the dispatching system and the operational constraints of the generators. The four CETSs set up in the scenario analysis comprised the assumptions made in this study, and their impact can be further studied according to the specific implementation plan of China's carbon trading market.
Conclusions
This study aimed to explore an optimization model of a CPDS for biomass, thermal and pumped storage power, considering a carbon emissions trading system in China. Biomass and thermal power units were coupled to achieve a stable power output, combined with pumped storage power to adjust the load demand. Taking the carbon emissions trading systems as the decision variables, maximizing Limited by the model constraints, the thermal power output structure did not change considerably, making the carbon reduction effect not obvious. However, to achieve the purpose of maximizing benefits, the decision maker will tend to reduce the proportion of thermal power and arrange more renewable energy units, thereby reducing coal consumption and cutting down carbon emissions.
Discussion of Results
Conclusions
This study aimed to explore an optimization model of a CPDS for biomass, thermal and pumped storage power, considering a carbon emissions trading system in China. Biomass and thermal power units were coupled to achieve a stable power output, combined with pumped storage power to adjust the load demand. Taking the carbon emissions trading systems as the decision variables, maximizing power generation profit was set as the objective, after deducting fuel cost and carbon emissions cost. As a result, the validity of the proposed model was demonstrated through a simplified power system. The results proved that the proposed CPDS can work healthily and operate stably. As opposed to the randomness and intermittency of wind and photovoltaic power outputs, biomass power units could work at full capacity. The results of the generator policy analysis showed that the thermal power generation share was reduced, which led to the reduction of coal consumption and a lowering of carbon emissions in the optimized dispatching system. This indicated that the proposed combination of units was effective in lowering carbon emissions. Pumped storage units could play a good role in adjusting load demand, relieving the pressure of thermal power units on output adjustment and alleviating the damage to the power generation system caused by load fluctuation. It was proved that the proposed CPDS is reasonable and effective through comparative analysis, and the collaborative dispatching of these three kinds of generators has been realized. A carbon trading system analysis was used to study power output under different CETSs, and the results showed that the CETS had a great influence on power generation profit, but had no significant effect on power generation structure. The more stringent CETSs may not directly affect the level of carbon emissions and coal consumption in power generation, but from the perspective of economic benefits, power plants change their business strategies due to falling profits. Therefore, CETSs indirectly affect the behavior of power plants, and tend to reduce power generation, coal consumption and carbon emissions. After the implementation of the national carbon emissions trading market, those small-capacity thermal power units with high energy consumption and high carbon emissions should be eliminated from the market, or transformed into biomass units. The proposed model can be extended to other power generation systems. Future work will focus more on long-term collaborative optimization, considering the electricity, thermal and carbon markets collaboratively, development projects and the optimization of the situation of cogeneration.
